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2. Only with COMFORT variant: 16 x 1500W
(®)|Infrarot-Deckenheizstrahler;
Recommendation: Blumfeldt company Hitzkopf. tem number:
: : . ! ~.110028637. A
‘ ‘ ‘ ‘ ‘ ) ‘ -> Must be purchased, paid for and provided by customer prior
! ! ! ! ' |to assembly and will be assembled by assembly team. L 15-102"
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! 1. 348 (incl. 10% reserve) concrete paving slabs 50 x 50 x 5 cm 3. Compacted gravel mixture 4/32, horizontal, 180 m? (1940 ft?), layer
‘ (148" x 1'-8" x 0'-2"), min 63 lb each,|or 252 b for 4 slabs. ‘ height = min. 5 cm when compactef (compression min. 15%).
: must be purchased and paid by the!customer and will be Gravel mixture is optional - but recommended (otherwise there is a
‘ assembled by the assembly team. | ‘ risk of settlement and moisture on|the foundatiﬂn and increased
! 1 ; T assembly work due to unevenness). ! .
% ‘ ‘ ‘ Apply the g);ravel mixture to the suﬁsoil and leve) (no excavation PaVl llo n 2 CO nn eCt
necessary).
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4. Only with COMRORT variant: power ‘ ‘ 5. Forklift suitable for the terrain : Scale: 1:100 | A3
connection, 2 x 32 A high-voltage : . Load capacity = 2 t (2.2 US ton), min. lifting |, !
current with CEE#form plug E_‘ ‘ height = /4.2 nYI (13'-10"). ’ : Date: 05.04.2023
must be laid by the customer to any o : -> Must be provided by the customer before| ; | . .
one corner of eacTw pavilion ‘ the start‘fof assembly. ! Weight with 15830 kg (17,45 us ton)
‘. ...... ! ’ % ; ‘ paving slabs: 16150 kg (17,80 us ton)
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A\ ARAY & N IN/RBRERR\4PF ,_1.‘ A |\ ') AR\ /AR I"_l—\ "W N R T 8. The surfaces of the construction are treated with LIGNEA RESEDA exterior
v SESM S/ SR ALY /S % LI AN AT o - — *,k,:, LPALL A A e AL L AN A wood oil special mixture, depending on the color, either with a mixing ratio of 12%
Ak 1 iRy A ~L4jj* 1IN AINQE qj—*J / k L——J X‘ b\ ,14—}L | ET—J (A\ L—i4 L7 4AN *L—FJ< 8 'KL*—jX H N k——J or 4% . They can be re-oiled if necessary. Wooden elements exposed to the
/B V/ARY/B\ \ V4R VAR 1 ViRa\ VA0 Y/ BRERRE AR ZE8\/AE\V/EAr VARV AR\ RNV MRV I weather and the floor are oiled with 12%, the remaining elements with 4%. Wooden
q S /AN 1 | ‘k P/ 41 1Y ‘K x 1A ] 1 IA j Ny/an *k <L P VERV. . QRE"\1k *K 1 INCT X 1N elements that are exposed to the weather should be re-oiled annually for longer
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) \# 1 N\ ‘X % N\ TN *X TN/ ‘I AULENYTIA AN | K ”X F N2 WARY r \ N TN TR (vandalism, hurricane), it can be repaired with Tesa-ultra-power-clear repair
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%ﬁ{mﬁ\&\\&\\&\W\&‘Q\Q&S‘Q&&Q&{Q\% R&&ﬁm@&&ﬁt&\&“&&\i\&‘“ TR i 10. To avoid dampness, the space underneath the construction must be kept free
— - ‘ a T — r: T %‘,ﬁ — 7 ‘ o - ‘ | of plants or similar objects. 20 cm of ventilation under the wooden construction
T - - ! must always be guaranteed.
1 : : : 6. Access possibility for articulated lorries !
| ‘ -—‘ ‘ ‘ ﬂ';;‘:tly ‘Z :\:‘?@‘;;I)L?Nnigm = 123-575 ((6;-_2--3' ‘ | 11. The construction is calculated for a snow load of 200 kg/m? (40 lb / ft?) and .
| | = n i = A = - ‘ ind ds of up to 160 km/h (145 ft / s).
| ‘ ‘ 7. Unobstructed area for assenbly directly at the ‘ -> Must be provided by the custonTer before ‘ | wind speeds of up to m/h ( /s)
| installation site of approx. 15 m x 30 m (50 ft x 100 ft) the start of assembly; | 2.1 the t | ¢ b ts dirty. it be cl d fully eith
A (for precise information,see dashed line in drawing) L 993 ' . . In case the translucent membrane gets dirty, it can be cleaned carefully either
1 T ——— o ___ J ASSEMBLY AREA ‘ prect F g ‘ -> alternatively: material can be l'*ted to the ‘ | with a telescopic brush or/and cloth with water. If heavily stained, clean it with a
i Y . _|site with a crane Qo_bpptoylded_bfsh_e_ N a4 PVC (membrane) cleaner.
‘ T [ [ customer). | ‘ Make sure not to damage the surface coating (no high-pressure cleaner, etc.)
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