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2. Only with COMFORT variant: 16 x 1500W
? %) (? (? ? (? ? Infrarot-Deckenheizstrahler;
Recommendation: Blumfeldt company Hitzkopf. tem number:
. . : : : . ~.110028637. A
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1.348 (incl. 10% reserve) concrete pbving slabs 50 x 50 x 5 cm
(mjn. 28.8 kg each), normally available in any hardware store.
-> must be purchased and paid by the customer and will be

3. Compacted gravel mixture 4/32, ‘_horizontal, 18‘}0 m?, layer height =
min. 5 cm when compacted (compriession min. 13%).
-> Gravel mixture is optional - but recommended (otherwise there is a
risk of settlement and moisture onLthe foundatiﬂn and increased
assembly work due to unevenness

-> Apply the gravel mixture to the
necessary).

:Tubsoil and lerlel (no excavation
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) 1 4. POWER: | 5. Forklift suitable for the terrain Scale: 1100 | A3
i ! i Only with COMFORT variant: power Load capacity = 2 t, min. lifting height = 4.2 .
| ,’ | connection, 2 x 32 A high-voltage m. 7 Date: 05.04.2023
/o 1 current with CEE-form plug. -> Must be provided by the customer before : :
| R | -> must be laid by|the customer to any - the StartTof assembly. W8|ght with 15830 kg
i’ one corner of each pavilion jj' paving slabs: 16150 kg —
e e £ W W— S el — C,J o Weight without 6730 kg
NP MERRERRENT MY W SURIRN paving slabs: 7050 kg
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4 ¥ 7 AR\ V* 7 YA TNV | f 1 K« 11|~ o ) I L AT |\ AN N | WS N TN R (vandalism, hurricane), it can be repaired with Tesa-ultra-power-clear repair
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I — -~ ‘ ‘ — ‘ ! 10. To avoid dampness, the space underneath the construction must be kept free
] : : : 6. Access possibility for articulated lorries directly to the l of plants or similar objects. 20 cm of ventilation under the wooden construction
| \ o \ | |site. Length = 18.70 m, height = 4 m, width = 2.55 m l must always be guaranteed. —
| \ | ‘ N‘ 7. Unobstructed area for assenTbly directly at the ‘ ;;ilﬁltﬂbe provided by the custojer before the start of | 11. The construction is calculated for a snow load of 200 kg/m? and wind speeds of
; . 1 installation site of ca. 15 x 30 m > alterng't' ely: material can be lifted to the site with a : up to 160 km/h.
TL‘ o 1 L J Ass ‘ (for precise information,see daghed line in drawing) ‘ t-:rane (to bI: ryo e lIJ o St(IJ o i T i !
! ! I 'EMAB':Y;AFEA . [ provi Y u . ! 12. In case the translucent membrane gets dirty, it can be cleaned carefully either
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| ! I ! ! PVC (membrane) cleaner.
[ [ L { L L L L Make sure not to damage the surface coating (no high-pressure cleaner, etc.)
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